RSIC-DCO4 Series

=—/|Trademark Product Testing
\/ - SOUNDPROOFING

— CONSTRUCTION
3/4” Hardwood
1” Sound Eater

« 3" Concrete
WMW WASSRERA IR m&% . 316 Ga. Steel Deck
- RSIC-DCO%4
Non Combustible - FIIC: 65 - FSTC: 69 - Steel Framed Drop Ceiling

2 Layers 5/8” Gypsum Board

CONSTRUCTION

- 8’ pt Slab, No Finish
RSIC-DC04X2 spaced 4'x4’ OC
6” Glass Fiber Insulation
Drywall Grid
1 Layer 5/8” Gypsum Board

Fire Resistance Rating Non Combustible
lc:51 - STC 73

CONSTRUCTION

+ Armstrong Vinyl Flooring
8” pt Slab, No Finish
RSIC-DC0O4X2 spaced 4'x4’ OC
6” Glass Fiber Insulation
Drywall Grid
1 Layer 5/8” Gypsum Board

Fire Resistance Rating Non Combustible
nc: 72 - STC: 71

CONSTRUCTION

Carpet

8” pt Slab, No Finish
RSIC-DC04X2 spaced 4’x4’ O
6” Glass Fiber Insulati
Drywall Grid
1 Layer 5/8”

Fire Resistance Rating Non Combustible
lNC: 84 - STC: 71

148 Horton Drive, Suite B I Phone: 845.388.1200
Monsey, New York, 10952 Fax: 845.367.4657

www.TMSoundproofing.com




